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DESCRIPTION
(Yellow Label) - For removing foreign matter and dirt from ABS, PVC, CPVC, and Styrene pipe and fittings surfaces.

	SIZES AND PACKING 
	Part Number
Size
Case Quantity
60-652 *
1/4 pt.
12
60-659 *
1/2 pt.
12
60-664 **
1 pt.
12
60-667 **
1 qt.
12
60-669
1 gal.
6
* Includes dauber in cap
** Includes jumbo dauber in cap


	DIRECTIONS FOR USE 
	Safety Precautions 

Plastic Pipe Cements and related products are necessarily formulated with flammable solvents and ingredients which are harmful or fatal if swallowed and hazardous when used with improper ventilation or on contact with eyes or skin. Clear and detailed cautions appear on all labels of Hercules Plastic Pipe Cements and cleaners along with specific antidotes and recommended emergency treatment. 

It is suggested that all users familiarize themselves with the entire label, including precautions, prior to use. Containers should be kept tightly closed when not in use, and covered whenever possible during use. Always keep this, and all other cements, out of reach of children.

	MATERIAL SAFETY INFORMATION
	FOR MORE INFORMATION ON THIS PRODUCT, REQUEST
MATERIAL SAFETY DATA SHEET (MSDS) #67 or #96 (low VOC). 

For Delivery By Fax
Call 1-800-942-4636
Internet
See MSDS section of
www.herchem.com MSDS #67
www.herchem.com MSDS #96 (low VOC)
Mail
Contact Hercules at address below or any Hercules representative
HMIS Hazard warning 3-4-1-G

INGREDIENT
CAS#
Methyl Ethyl Ketone
78-93-3
Acetone
67-54-1
*** Tetrahydrofuran 
109-99-9
*** Cyclohexanone
108-94-1
*** N-Methyl Pyrrolidone
872-50-4
*** Low V.O.C. Only
 

	Hercules Chemical Co, Inc.
	* For special applications which may not be covered on this or other Hercules literature, please contact the Hercules Technical Services Department by phone at 1-800-221-9330 or send a fax to 1-800-333-3456.


